
SH2-30.45.60SH2-30.45.60
PRECISION HIGH

SPEED PRESS 

SH2

Features
● Ultra rigid dynamic precision high speed straight

side press. 
(1) A high grade casting structure is firmly secured by

tie rod, preload hydraulic equipment that increase
spring constant features and minimized deflection. 

(2) Duly designed with heat balance oil circulation
circuit need not to invest cooler device more
economical. 

● Dynamic balancer more
stable and accurate
performance.
(1) 2 plunger, 4 guide post

increase die life span,
maintain press precisioness

and eliminate eccentric
load. 
(2) Applicable for high

precision
workpiece. 

● JIS excellent
classified
precision, excellent
overall clearance,
prolong die life. 

● Multi-function
touch screen
monitor, user
friendly design for
easy operation,
fault message
display for easy
correction.
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Main Specifications

Model SH2-30 SH2-45 SH2-60
Capacity tf 30 45 60

Length of Stroke mm 30 40 30 40 30 40 50

Stroke Per Minute spm 200-700 200-600 200-700 200-600 200-650 200-500 200-500

Die Height mm 230 225 240 235 310 305 300

Slide Adjustment mm 40 40 50

Tonnage Rating Point mm 1.6 1.6 3.2

Slide Area (RLxFB)mm 550 x 350 670 x 420 800 x 460

Bolster Area (RLxFB)mm 600 x 450 700 x 550 850 x 650

Bolster Thickness mm 100 120 130

Bolster Opening (RLxFB)mm 300 x 100 400 x 100 550  x 100

Bed Opening (RLxFB)mm 2-210 x 130 2-260 x 130 2-330 x 130

Main Motor (F.S.) HP 10 15 20

Inverter HP 15 20 25

Slide Point Type
2 Con-rods, 2 Con-rods, 2 Con-rods,

4 Guide Posts 4 Guide Posts 4 Guide Posts

Working Height
(with vibration isolator≒100mm)

mm 900 1040 1130

Max. Upper Die Weight kgs 80 120 200
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Standard attachments

1. Hydraulic Slide Locking Device

2. Dual Safety Valve

3. Two Misfeed Socket 

4. Air Ejector 

5. Air Outlet

6. Preset Counter

7. Dual Safety Electric Circuit

Design

8. Lamp Socket (110V5A)

9. Lubrication Heater System

10.Safety Guard

Optional attachments

1. Anti Vibration Mounts

2. Safety Die Block

3. Lubrication Cooling System

4. Grip Feeder

5.CAM Feeder(Gear Change

System)

6. A Drop Oiler

7. Material Ending Detector
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Design and Mfg under the support of
LEM CO (JAPAN)

Mechanic Grip Feeder
Model SGF0606
Material Width 9~ 60mm
Material Thickness 0.07~ 1.5mm
Feeding Pitch 60mm
Feeding Height 60~120mm
Feeding Precision ≦±0.05mm 

Lubrication
Cooling System
● Maintain constant oil temperature

to achieve dynamic precision.
● Built-in safety protection devices

ensure no sudden breakdown.
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