
SL1-121•176•220•275 TONSSL1-121•176•220•275 TONS
SINGLE POINT CROSS-SHAFT

LINK MOTION PRESSES

SL1

Features:

1. Fast approach/return speeds with

reduced slide velocity during the

working portion of the stroke,

causing less vibration and noise

while extending tooling life.

2. Increases part quality by minimizing

springback during forming.

3. Reduces the reverse shock loads on

the press and tooling during snap-

through.

4. Increases productivity by up to 30%

over a conventional press.

5. Heavy duty wet clutch/brake unit for

better single stroking performance

and reduced maintenance costs.

6. Ultra rigid fabricated steel frame is

designed for high precision forming

and heavy  progressive work.
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SL1-121 SL1-176 SL1-220 SL1-275
S H S H S H S H

Capacity US tons 121 176 220 275

Stroke Length                (D) in 7.09 4.33 7.87 5.12 8.66 5.91 9.84 7.09

Stroke per Minute      spm 35~65 45~90 30~50 35~70 25~45 30~60 22~40 30~50

Tonnage Rating Point (A.B.D.C) in 0.20 0.24 0.24 0.24

Die Height (D.H) in 13.78 12.60 15.75 14.17 17.72 15.75 17.72 15.75

Slide Adjustment (G) in 3.54 3.94 4.33 4.72

Slide Area (PxQ) in 25.59 x 20.47 28.35 x 22.83 33.86 x 25.59 37.80 x 28.35

Shank Hole Diameter in 2 2.56 2.56 2.56

Bolster Area (ExF) in 45.28 x 26.77 49.21 x 29.92 55.12 x 33.07 59.06 x 35.43

Bolster Thickness (T) in 6.10 6.50 7.09 7.09

Bolster Height (Z) in 35.43 35.43 39.37 39.37

Inner Dimension of Frame (R) in 26.38 28.74 35.43 38.19

Main Motor HP x P 15 x 4 20 x 4 25 x 4 30 x 4

Slide adjustment Motor HP x P 0.5 x 4 1 x 4 1 x 4 2 x 4

Foot Size (AxB) in 45.67 x 66.14 51.18 x 78.15 58.27 x 83.19 61.42 x 94.49

Anchor Bolts Position (MxN) in 41.73 x 54.33 46.46 x 65.15 53.54 x 69.09 56.69 x 78.74

Required Floor Space (WxLxH) in 52.17 x 79.53 56.89 x 91.54 63.98 x 96.65 67.13 x 109.84

Overall Height (H) in 117.52 130.51 146.26 156.77

Capacity US tons         8.8 11 15.4 15.4
Stroke Length in 3.54 3.93 4.33 4.72
Pad Area in 18.89x11.81 21.26x13.38 25.19x17.32 29.13x21.26
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Optional Attachments
1. Pneumatic Die Cushion

2. Knockout Bar

3. Quick Die Change System

4. Isolation Mounts

5. Light Curtains

6. Tonnage Monitor

7. Die Protection Units

8. PLC Control

STANDARD

ATTACHMENTS
1. Wet clutch & brake

2. Hydraulic overload protection

3. Motorized slide adjustment 

4. Die height indicator

5. Air counter balance system

6. Programnable limit switches

7. Variable speed motor

8. OSHA, ANSI and CSA

compliant controls

9. 6-Digit electronic counters

10.Mis-feed detector

11. Air ejector and outlet

12.Maintenance tool kit

SEYI–AMERICA, INC.
203 Lemon Creek Dr., Unit A Walnut, CA  91789.
TEL: 909.839.1151   FAX: 909.839.1150 
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