
SNS1-80.110.160.200.250 TONS SNS1-80.110.160.200.250 TONS 

SNS1
Straight Side Single Crank

Presses - SNS1 Series
Features

1. Straight side frame design virtually

eliminates angular deflection, providing

increased precision for progressive die

applications and reducing maintenance

costs on tooling.

2. The slide area is 15%~25% greater than

comparable C-frame presses to allow

for larger tools. The large 6-point gibs

are centered in  the slide body, to

provide better resistance to off-center

loads.

3. SEYI’s patented high-torque wet clutch

and brake system provides low noise,

long life operation with minimal

maintenance.

4. User friendly, multi-function control

system allows for easy integration of

auxiliary equipment and automation. 
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Specifications and dimensions

Model SNS1-80 SNS1-110         SNS1-160         SNS1-200 SNS1-250
S H S H S H S H S H

Capacity Tons 80 110 160 200 250

Length of Stroke (I)mm 150 100 180 110 200 130 220 150 250 180

Stroke Per Minute S.P.M 40-75 55-125 35-65 50-110 30-55 40-95 25-45 35-80 22-40 30-60

Tonnage Rating Point mm 5 5 6 6 6

Die Height (D.H)mm 330 300 350 320 400 360 450 400 450 400

Adjustment of Slide (R)mm 80 90 100 110 120

Area of Slide (LRxFR)mm 700x460 800x520 900x580 1000x650 1100x720

Area of Bolster (LRxFR)mm 900x600 900x460 1000x680 1000x520 1150x760 1150x600 1250x840 1250x680 1350x900  1350x750

Thickness of Bolster (T)mm 140 155 165 180 180

Height to Top of Bolster (G)mm 900 900 900 1000 1000

Main Motor HPxP 10x4 15x4 20x4 25x4 30x4

Slide Adjustment Motor HPxP 0.5x4 0.5x4 1x4 1x4 2x4

Balancer Capacity kgf 300 350 500 800 1000

Balancer Supply Air Pressure Kgf/cm2 5 5 5 5 5

Die Cushion (Option)

Capacity Tons 4.5 7 10 12 16

Length of Stroke mm 70 80 90 100 110

Area of pad (LRxFR)mm 550x290 600x360 700x390 750x440 850x540
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SNS1-80,110 with shank holder

SNS1-160,200,250 without shank holder
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Standard
Attachments

1. Variable frequency drive

2. Wet clutch and brake unit

3. Hydraulic overload

protection system

4. Motorized slide

adjustment

5. Automatic grease

lubrication system

6. Air Counter Balance

System

7. Die height indicator

(displayable unit: 0.1mm)

8. Programmable limit

switches

9. Overrun protection 

10.Forward/Reverse Main

Motor Direction Control

11.Counter

12.Batch counter

13.Pre-set counter

14.Chop counter

15.Maintenance counter 

16.Miss-feed detector 

socket (2A,2B)

17.Air ejector - 1 set

18.Air tool socket - 1 set

19.Tool Box

Optional
Attachments

1. Die cushion

2. Safety light curtains

3. Quick die change 

system

4. Flywheel brake

5. NC feeder system

6. Isolation mounts

7. Tonnage monitor

8. Safety block

9. Die light

10.Additional air tool 

or part ejector 

11.110V outlet (1A)
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