
SH1-22.33.50A TONSH1-22.33.50A TON
PRECISION HIGH
SPEED PRESSES

SH1

Features

1.  Easy die access within ultra-rigid 

unitized frame

(a) Fast die changes

(b) Simplified operation

(c) Low punching noise

(d) High rigidity with very low "total 

deflection"

2. Uniquely designed dynamic balancer 

provides stability and reduces vibration

3. Designed and built to JIS Super Grade

(a) Tighter tolerances extends press

and tooling life

(b) Maximize product quality

4. Multi-function touch screen operator 

interface

(a) User friendly design for easy 

operation

(b) Fault message display for easy 

troubleshooting

5. The two post slide guidance system 

provides better access to area for 

die maintenance
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Main Specifications

Model SH1-22 SH1-33 SH1-50A

US tons 22 33 50

S1 S2 H1 H2 S1 S2 H1 H2 S1 S2 H1 H2

in 1.18 1.57 0.47 0.79 1.18 1.57 0.47 0.79 1.18 1.57 0.47 0.79

spm
200 200 200 200 200 200 200 200 200 200 200 200

700 600 1000 1000 700 600 1000 1000 700 600 1000 1000

in 0.047 0.063 0.063

8.07 7.87 8.43 8.27 9.06 8.85 9.41 9.25 9.65 9.45 10.00 9.84

0.98 1.18 1.38

15.75 x 11.02 18.90 x 12.60 19.69 x 13.78

19.69 x 15.75 22.05 x 18.11 24.41 x 18.90

3.15 4.33 4.72

5.91 x 3.15 7.87 x 4.72 9.45 x 5.51

2– 4.72 x 3.54 2 – 5.51 x 4.72 2 – 5.91 x 5.9

37.80 37.80 39.37

5 x 4 7.5 x 4 7.5 x 4 10 x 4 10 x 4 15 x 4

0.25 x 6 0.25 x 6 0.25 x 6

66 88 110

Capacity

Model

Stroke Length 

Stroke per Minute

Tonnage Rating Point

Die Height in

Slide Adjustment in

Slide Area in

Bolster Area in

Bolster Thickness in

Bolster Opening (RLxFB) in

Bed Opening (RLxFB) in

Floor to Bolster Height in

Main Motor HP x P

Slide Adjustment Motor HP x P

Maximum Upper Die Weight lbs
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Standard attachments

1. Dry combination clutch/brake

2. Dual safety valve 

3. Dynamic balancing system

4. Automatic oil lubrication with

pressure switches

5. Lubrication cooling system

(optional on S-type)

6. Motorized slide adjustment 

7. Hydraulic die height locking

device

8. Digital die height indicator

9. Front and rear interlocked

barrier doors

10. Cast slide, bolster, and one

piece frame

11. Dual post and single plunger

slide guidance

12. OSHA, ANSI and CSA

compliant redundant PLC

controls

13. 6-Digit part and batch

counters

14. Two mis-feed detector

sockets

15. Air ejector and outlet

16. Maintenance tool kit

Optional attachments

1. Gripper Feeder

2. Quick Die Change System

3. Isolation Mounts

4. Light Curtains

5. Tonnage Monitor

6. Die Protection Units

SGF0606 Gripper Feeder

Mode Mechanic Gripper Feeder
Material Width 0.35 ~ 2.36 in
Material Thickness 0.0028 ~ 0.059 in
Feeding Pitch 2.36 in
Feeding Precision 0.002 in
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